
 

                                                                                                                       85-0010 

 

 

 

 
   
   
 Optimized for use with 

 

 

 

 

Quick Set-Up Guide 
 

SERIAL # __ __ __ __ __ __ __ __ 

 

  



2 

 

QUICK SET-UP GUIDE 
 
 
 

 
ATTENTION: 

 
Refer to Instruction Manual for complete details and safety information. 

 

 

 
 
 
The Protector HybridPro automatic sump pump control 
system can be operated in three different configurations. 
 
 

IDENTIFY YOUR CONFIGURATION FROM THE 
FOLLOWING CHOICES AND REFER TO THE 

APPROPRIATE FIGURE FOR INSTALLATION: 
 

FOLLOW STEPS 1 THRU 5 IN SEQUENCE. 
 
 

SINGLE PUMP CONFIGURATION 
 

See Figure 1 - Page 3 
 
 
 

DOUBLE ñPARALLELò PUMP CONFIGURATION 
 

See Figure 2 ï Page 4 
 
 
 

DOUBLE ñSTAGGEREDò PUMP CONFIGURATION 
 

See Figure 3 ï Page 5 
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FIGURE 1 - SINGLE PUMP CONFIGURATION  

 
 

 

 
 
 

STEP 1 - Set switch. STEP 2  - Connect pump, 
switches, & jumper cables. 

  

 
 

 
 

Please continue to page 6 Steps 3 thru 5 

 

 

 

 

 

FOR PLUMBERS ACCESS ONLYFOR PLUMBERS ACCESS ONLY FOR PLUMBERS ACCESS ONLY

 
                      ŷ 

Note:  Be sure switch is in the 

correct mode (1S - position)  

on back of device. 
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FIGURE 2 - DOUBLE ñPARALLELò PUMP 
CONFIGURATION 

 
 
 

 
 
 

STEP 1 - Set switch. STEP 2  - Connect pump, 
switches, & jumper cables. 

 

 

 
Please continue to page 6 for Steps 3 thru 5. 

 

FOR PLUMBERS ACCESS ONLYFOR PLUMBERS ACCESS ONLY FOR PLUMBERS ACCESS ONLY

 
                      ŷ 

Note:  Be sure switch is in 

correct mode (2P- position) on 

back of device. 
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FIGURE 3 - DOUBLE PUMP ñSTAGGEREDò 
CONFIGURATION 

 

 
NOTE: SW2 MUST ACTIVATE BEFORE SW3 

 
 

STEP 1 - Set switch. STEP 2  - Connect pumps, 
switches, & jumper cables. 

 

 

 
                      ŷ 

Note:  Be sure switch is in 

correct mode (2S  position) on 

back of device. 

 

Please continue to page 6 for Steps 3 thru 5. 


